
D. 1. CARBON ADSORPTION MONITO~; .. ,.; LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: ·· 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running I Down 

Running I Down 
~ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

--

----~-----~~ 



'-~ "' D. 1. CARBON ADSORPTION MONITOt_ .• G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~IV,\'\!\."-.,; 'rr '( \ · ,~--, \" 

pate of inspection: Time: 

3JI/i; -~ '1 o r~ 

Shift: ~!r§-1 or Second)\= , __ 

~~ ' f <:: \ 

Monitor ID: 
fY\ ' '1\\ ' -R t; {" ''A tl\:) c 

Instrument Calibration Gases: 

Zs"b ,.,\~~'"' \\l~ Ot~rt'~ 

Background Instrument Reading: 
C,O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down - A 
CARBON OR FLARE* 

N - - ···~ 

SDS Shredder Running, Down ~~ 

' 

C) 

I 

-"'"F' 1'1~ 
N - ·- - I 

I 

ATDU/OWS Runnin~ Down 0 t'4 
I 

/'"" __ <"'/"- [{(. c{ 'C;l !1/ - - ---
1 Area 8 ·-Tanks 52,53,54 Running Down ~~ IY Jl () 0 1\J 

- - -
1 (Tanks 02 through 04) •' 

•'' 

' Distillation Unit Running Down () () /~ 
/''- !'~S:'_Z_l_ 

.tJ ·- --- c--
Tank 51 

Running Down 
!3 \ '!j G t) 0 y~ rJ 

-
L:'_~~-

_.., -

Tank 55 
Running Down 0 A 

·>""4(f"'<fil'o"~.,F' __ j I 
e-

.,;'"" ' 

---- ------- -----
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D. 1. CARBON ADSORPTION MONITO~, .. .JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or Second) 1 
Secov\Of 

Monitor ID:fV\ 1 V1 i, 

Instrument Calibration Gases: 
IS 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

Inlet 

CARBON OR FLARE* 

Runn~ Down 

\._ 1-

SDS Shredder Running 

~ 

ATDU I OWS I Running 

~ I Down 

1 

Area 8 --Tanks 52,53,54 I Running 

Tanks 02 throu h 04 

Distillation Unit Runninq Down 

"-" 

Tank 51 Ru~ 

Tank 55 \R~ 
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Exhaust 

I "'""') I 1.. I 

Visual 
Insp. 

~~ I 

Carbon 
Replacement 

YIN Date Time 

'- I- I- I 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~ 



D. 1. CARBON ADSORPTION MON!TOf-.-..• 1.3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: L Ll. 

J:l 7cM 
pate ofm.edict/ 

3 Z. II 
j Timea_ ?: - I uo 

Shift:~or Secondk' ~ ff·TDcA Do cu ,J 
Monitor ID: 

/71...vnl' ~ ;) /?r:D 

Instrument Calibration Gz~s~~ 

/DO ~- ~~ tJ ~ 

Background Instrument Reading: 
o.o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

--.,... 

YIN Date Time 

Vapor Recovery System: ~~unni~ Down 

·- - A -
CARBON OR FLARE* 

N - -
SDS Shredder Running I~ !.I {tf A /'J 

..- - -
ATDU/OWS Running ~\¥_11...-

;J.Jj(p ,0' w - A - - -

Area 8 --Tanks 52,53,54 ( ~ 
Down 

t-~ S3'7 153 .e A fJ 
(Tanks 02 through 04) 

- - -

Distillation Unit ["Ffunnin,SJ Down if ~ 
:)1, -~(;)_ ;;25"& A - - -

Tank 51 
Running ~~~ J../& '1 A rAI - - -

Tank 55 Running ~ A rJ 
31 0 C) 

~ ,.""!:""". ---
- -- - - ··- --- -------- -------- ---- ------- ·- --- - -------- ·-

---- ------ ·-··-- --- -------- ---
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D. 1. CARBON ADSORPTION MONITOI'.~.G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:- , , 

~<R_\'J\"' ~" ~ 1 ·JC ~ ~ r : , \ ' 
Date of Inspection: /Time: \I 0 ~ .~->~\\ 
Shift;jFi~§!)Jr Second} 

\:', r-ST 
Monitor ID: 

!71~ , R -~ 0 O(J 
1 ;./f.J 1 C1 '-e' 

Instrument Calibration Gases: 

J<' r' b;} \1 \-f. 1\J '"'\ lfH ;l tl !A-\ 

Background Instrument Reading: 
010 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runni~ Down 

/ 
~ -- 1\ ~ 

N ·~ -
CARBON OR FLARE* 

SDS Shredder Running ~~ Cj9 '(S) k {0 ,.,______ - -
ATDU I OWS Running v ),tO ~ N G) ~' 

~ 

.__ 
-

Area 8 --Tanks 52,53,54 R~ Down 
{y (J ( ~? e'"' ~ w 

(Tanks 02 through 04) 
~ ·, - - --------

Distillation Unit ~ 
Down 

)7~o ~ h N 
...._____ ~. 

~ 
-----,_ 

Tank 51 R~ Down 

Lf !P =/I .'(Sz I ~ -~ v() - - --------------------~-
I 

Tank 55 ~· Down _ =:5-~-~l- ---~-J---~- _____ }\ ___ q\) ~ -·~·· ~~· ·~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ' 
71~ 

pate of lnsrrriont/ 
2 '-{ ll 

I Time: a ll : 00 

Shift~r Secon~-
~ 

Monitor ID: Q 
~~,~ 

Instrument Calibration,Gases: /'J ~ ~ 
l 0 0 '""'/.;- ~ () r ..l u ~ JlA'\1!_ 

Background Instrument Reading: O~ 
I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

-
YIN Date Time 

Vapor Recovery System: l(ftunninV Down 

tARs~ OR FLARE* 

- - A N - - -
-

;::,l:n:) ;::,hredder Running ( ~ \ 2Z.. j2J tl ~ - -
~ 

--
ATDU/OWS <~unnin~ Down 

2\1-- !10 - A N - - -

-=>,_ 

Area 8 ·-Tanks 52,53,54 (Runni~ Down 
~ 

llf n fJ 
ti8te 

- - -

(Tanks 02 through 04) -

Distillation Unit <~unrii~§!) Down 

~t3S /?J A N 
253 

- - -
---

. 

Tank 51 
f'i<unr\i~ Down 

' 

('4C) 2- ~(, 0 A - - - ' 

Tank 55 
I(R"unni~ Down 

tJ ·~--

I'-._ 1 

-
I S\ 

.--
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I 

D. 1. CARBON ADSORPTION MONITOt-..:._ . ..3 LOG FOR DAILY ANu yul"'\1'.1 -· ,_, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Background Instrument Reading: 

Location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Running DJn 

CARBON OR FLARE* 

SDS Shredder 
Running Do~n 

v' 

ATDU/ OWS 
1 Running D7 

Area 8 --Tanks 52,53,54 Running D7n 

~Tanks 02 through 04) 

Distillation Unit 
Running DOWJl 

vi 

Tank 51 
I Running Dow,n 

v'l 

Tank 55 
I Running D7 

Revised 2110/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Date Time 

, .. •> 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONJTQ, __ ,\1\.:J ............... 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
fe_ j c Gt~{J} 0 •1 

{) c vJI'\ 

----

pate of Inspection: v j Time: 

h)t 

:sf t, /t I 
i "7 00 (dv._y{;) 

r/1~:"' -lc.,_nc.-(__ 

Shift: {§:! or Second) , 

~,1'') -r 
Monitor ID: rYl . (( 

'"~' g ~A.e.... ;loco 

Instrument Calibration Gases: 

:r 'Yh~ -Jy,/.n '<- · I Do tJtfJ 1"11 

Background Instrument Reading: " 

o.o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ 
H rl - -

CARBON OR FLARE* 

SDS Shredder 
Running D/n 0 

0 H 
-

IV --

ATDU I OWS 
Running D7n 

i 

0 A rJ 
- - ------ i 

j 

Area 8 ·-Tanks 52,53,54 Ru/ng Down ~ L/ 
?f 

j 

(Tanks 02 through 04)_ 

D r/ - -

Distillation Unit 
Ru/g Down 0 

i 

I I q~o A tl - - i 

i Tank 51 
Ru:;ing Down 

lt-/1 7 
?l rJ 

I 

0 :s.7 
-

I 

i 

-
I 

I Tank 55 
Ru,ng Down 7.~ Jf 

I 

I ttL 0 
- ___.;..' ·~ 

,.--;'•• 

-~-
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D. 1. CARBON ADSORPTION MONITORING Lul,j rvr.. ~~·k 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector· 

pate of ln~pe. tion: 

3 7 u 
Shift: (First or Seed d) 

Monitor ID: M . 
\ fl i 

Instrument Calibration Gases: 

iSD&JTY LEN;:: 

Background Instrument Reading· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -
pJ - ~ 

CARBON OR FLARE* 

SDS Shredder Ru~ 
Down 

ATDU I OWS R~ 
Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
~ 

Distillation Unit R~ 
Down 

Tank 51 
R~g 

Down 

Tank 55 ~g 
Down 

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITOhn-IG LUG rv., >Jr .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~'¥-'" 

pate of ln$pectio'"h: I Time: 

~~~}II 
Q I -=t·: o o 

Shift: ·~or S
econd) 

::t~ 

Monitor JD: 
~-~ 

~ 

~-·--

Instrument Calibration.Ga
~{.~: ~ ~

~~ 

tOo ., . o :.-

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

--
Y/N Date Time 

Vapor Recovery System: ~unning) 
Down 

~ 

CARBON OR~ 
·- - A ,J - - -

SDS Shredder 
~ninE!) 

Down 
L{<b~ 

fif 

I 

.....:::::=.. 

A rJ - - -

ATDU I OWS 
,RLmnirj Down f;J 

N 

~2." 
- A 

- -

-:::::::;: 

-

Area 8 --Tanks 52,53,54 ~unnin.£!) 
Down {2f 

N 

(Tanks 02 through 04} 
553 r:+ 

A 
- - -

~ 

Distillation Unit ~ 
Down 

11.\~ 
.d ~ 

3'q 
A 

- - -

-
Tank 51 ~~· 

Down -Y p. rJ 

3~U.s' 2-~ 

- - -

....,::::::,. 

Tank 55 ~ 
Down il1 A- ,{') 

t'\ 141-

- .. ~>--? ' ···-
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D. 1. CARBON ADSORPTION MONITOI"\_ .., .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:? k 
lC '-

5: 

Shift: (First or Second)J 

~S'econ. 

Monitor IDJV/ . , 
If) I 

Instrument Calibration Gases: 
. I 

Background Instrument Reading· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -
- --

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

-

ATDU/OWS 
R~g 

Down 

5:ao 462 AM 

, Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
J' 

- -

Distillation Unit R~7 
Down 

- -

Tank 51 
R~ 

Down 

VYt' 5.'oc 

'?)II A~"'' 

Tank 55 
Run g Down 

N - ~-" 
. ···-

Revised 2/10/09 



\,~ D. 1. CARBON ADSORPTION MONI"J UK._ • ._ -~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector~
Ol' 

""" '--
"' 

pate of ln:;pjdtr'on: 

~~15 \l 
I Timti ' fl-~ 00 

Shift:~or
 Second}.::::

:t--~ 

Monitor ID: 
~~
 ~ 

Instrument Calibration ~e~
 p

1 

iOO ~to \ t:-f. 'oAJJ 

Background Instrument Readi~~ '
 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ~unni~ 
Down 

CARBON O~A~ 
- ~-

A N - -
-

-

SDS Shredder 
~~nning} 

Down 
z.:=t3 ¢ A 

- -

= 

-

--....... -, 

ATDU I OWS 
< Runni!J.S) Down -~--

A j.} 

; 

- - .· 

--
-

-

Area 8 --Tanks 52,53,54 Runni!!£1> Down (2) A i-.1 

' 

(Tanks 02 through 04) 

- - --

~ 

I Distillation Unit 
(\Runn~ 

Down 
~~~· \ .; 2-\ !f) 

tJ A 
- - -

-
, Tank 51 

~unninj 
Down 

5::t2 .0 
,J 

I 

\8:{ 
A 

-- - -

~ 

• Tank 55 
~unninj) 

Down q~ -~ 

i 

A N -

-

- .. ~-

I 

Revised 2/lD/09 



D. 1. CARBON ADSORPTION MONITO,~o~'IIG
 LOG I"'Vrc. ~...~""'''- . ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gasi~~ . .iTYLEN 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

v 
Ru~ 

Down 

jRu~ 
I Down 

Running I Down 

/ 
R~g 

Down 

JR~g 
Down 

I Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Date Time 

-
- -

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITO'f,~,;JG 
LOG FOI"''. Uku ... 1 , ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Instrument Calibration Gases: 
J 

Background Instrument Reading:O" 

Location of Carbon I Unit Status Inlet Exhaust 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder I Ru~ I Down 

ATDU I OWS 
1 Running 

._/ 
I Down 

Area 8 --Tanks 52,53,54 Ru7 I Down 

Tanks 02 throu h 04 

Distillation Unit R~ 
I Down 

Tank 51 IR~ 
I Down 

Tank 55 
I R~ I Down 

Revised 2/10/09 

-- ~-- --·-~-
-

---- --

Visual 
Insp. 

Carbon 

Replacement 

Date Time 

_, ..-

·--
_.//·, .. ,-.. -

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONit '- -"~'"" 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: I 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: 1 Running I Down 

CARBON OR FLARE* 

SDS Shredder 
Run~ 

Down 

ATDU I OWS 
!Run~

 Down 

Area 8 ·-Tanks 52,53,54 R~ 
Down 

Tanks 02 through 04) 

Distillation Unit 
Running 

·/ 
Down 

Tank 51 
Running Down 

--/ 

Tank 55 
IR/g I Down 

Revised 2110/09 

Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

Date Time 

,,~-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITOt-, ..• G LOG rut'\ ,_,r-., 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -------- ~-

---- ~ - ~~--

Inspector: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ,Rutmin§' 
~-~-····~· 

Down 

CARBON oR/i[;d,~ .~~ 

SDS Shredder 
,Rtfnrimg/ Down 

"--.~ --~ 

ATDU/ OWS 
~D!lillfl-~. Down 

Area 8 --Tanks 52,53,54 R!d'ITmng"' Down 

Tanks 02 throu h 04 
~-~·-// 

Distillation Unit 
Down 

Tank 51 ~un~~~~.) 
Down 

Tank 55 
$unning) Down 

~~~········· 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITLndNG L01.:1 rv.- vh._. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor ID: 
!Ill 

Instrument Calibration Gases: 
l 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down ,A -
- -

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

~~ -~ 

ATDU I OWS R~ 
Down 

-
I 

-

i Area 8 --Tanks 52,53,54 Running Down 

; Tanks 02 throu h 04 
·~ 

- -

Distillation Unit R~ 
Down 

- -

Tank 51 
Running Down 

-.._/ 

- -

Tank 55 R~ 
Down 

- -' 
'' ~,-·· . 
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D. 1. CARBON ADSORPTION MONITOI'\ .. -~(j Lv~..:~ r ...,, , L __ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shifti 
'· 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

~'--~" 

CARBON OR (FLARt::*i 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITC ...• ~G LOG FOR DAIL r AN'-'"'!'·"' .... -· 

Condition D.1. 10 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: l-e_ j C C ~-~-e ~ 
pate tlni.pection: 

;:) /J_ t/ -
"I Time: sc;o ftM 

Shift: (First or~) 
J 

S e~<:: a ... 

Monitor ID: rc.~ e._. 1. 0 C) b 
rvt,A-; 

Instrument Calibration Gas!k: 

:l.~clivt 1.1 !-u VI'!' J tM I iJ r1 

Background Instrument Reatling: o, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: I~ 
Down 

CARBON OR ~ 
- - ff rJ -

~ 

-

SDS Shredder I~ 
Down rJ 

Lt~ 
~ R - -

-
i 

ATDU I OWS .~. 
Down 

' 

~~ 
A w 

-· 
' 

!. c - - - I 

Area 8 --Tanks 52,53,54 ~ 
Down 19 ~-( 

I 

(Tanks 02 through 04)_ 
/o 11 0 A- rJ - -

I 

~ 

I 

Distillation Unit ~ng' 
Down 

to~~~ 
/ rJ 

ISs 6.2 A 
- -

I Tank 51 I~ 
Down ....,.-' ~ AI 

lO l'j l./1 (p I, :1_ 
- -

I Tank 55 ~ 
Down 

;{31 
ft rJ 

I 

G r 0 
- ,.,-·-

Revised 2/10/09 

------ --- --------·-
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-----



D. 1. CARBON ADSORPTION MONIT0. _.,'JG LOG FOR DAlLY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: ((Firsyor Sec~ d) 

- ·::t 
Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: 

CARBON OR~ 
SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Down 

Inlet Exhaust Visual 
Insp.-

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Rolf Off Box No. for 

Offsite Combustion 



.. ." D. 1. CARBON ADSORPTION MONITG.' LOG FOR DAILY AND QUARTERLY • 
Cond!t!on 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for voc breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
- ~'l -/ 

i ~ OVV\;(l fJ ), 

pate o/ln~pection: // /Time: ../ f1 
~ I~ (I I )00 

S~ift: (First or ~d) 
5r C4Jv1J 

Monitor 10: 
(!( k'E'..-- )_ 0 0 f'l\ ' v\ ' 

Instrument Calibration Gases: 

-r ~" ,s ,,f-1; I"(__'"- r:: iut· fPr1 

Background Instrument Reading: 
0.6 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

/""" 
YIN Date Time 

Vapor Recovery System: ~9 Down 

CARBON OR ~A~~ 
--- -- f} tJ - ---

.-~----

SDS Shredde?-- ~ 
Down 0 If )(.. ~ qJ 

- -

ATDU 1 OWS ~9 Down 
8/ 4 fJ rJ 6 - - --

~._, 

Area 8 --Tanks 52,53,54 ~ 
Down /' f; rJ to~S 

~ -
(Tanks 02 through 04) 

rs -
r-

Distillation Unit ~9 Down 
'31_ l ( 4 I I J.... 0 rJ - - --

~ 

Tank 51 ~ 
Down 

~91 c 6 !H 
-

1'7( f\J -
/?'!-

.. \,a 

Tank 55 ~ Down rJ 8 
- _.... -

'-

, .. --. 

---
---

-~-
---

~--
~--

-

L__ ____________ --- ~--~-1- ·---------
L_ __ ~ 

----
--~ --------- ---- ·--

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITG ..• ~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: -
<I 

f 

•. 

Background Instrument RCJdBg: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D.ate Time 

Down 

, ATDU/ OWS 
·-

Distillation Unit 
·-

Tank 51 

Tank 55 
-··· 

Revised 2/10/09 



0.1. CARBON ADSORPTION MON!TC •.. ~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: 
I 

Background Instrument Reading 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Rt.n ing..,.. 

I R~ I Down 

R~ 
I Down 

Running Down 
!" ,_/"I? 

jR~ 
I Down 

1 Running 

/ 
I Down 

Inlet Exhaust Visual 
Insp .. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG ...• ~G LOG FOR DA!L Y AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note . 

. / D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

-. oo 

:t·' 
Monitor ID: 

Instrument Calibration Gases: 
IOOV i1 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

- A - - -

A N - ~ -

ATDU 1 OWS - N - - -
A N - - -

N. A - - -
Tank 51 

N f\ 
~ - -

1 Tank 55 

tJ• A - ----~ 
---~ 

Revised 2/10/09 



,'\ 

D. 1. CARBON ADSORPTION MONITC .. ;-.JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:'t( ,c.k_ f ALoM-a 

pate of lnspe{ttioJ 
315 }\ JTime:5:ooA 

Shift: (First or Sec~ 

Sec· 
Monitor 10: M .,._ 

l 0 I Rtlc.. 2ooo 

Instrument Calibration Gases: So 
· 1 · &u TY LEN e_ 1 ooff t 

Background Instrument Reading:O" G 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D.ate Time 

Vapor Recovery System: Running Down A 
~ - N - _., 

CARBON OR FLARE* 

1 SDS Shredder Jg Down 

117 0 A N - ..... 

ATDU I OWS R,g Down 0 A 2387 :2#3 N - -
Area 8 ·-Tanks 52,53,54 Running Down 

17Q3 A v 4' l 0 N - - ' 

(Tanks 02 through 04) 

' 

Distillation Unit R~ng Down 

Yt;73 2q3 A y 3/}"~ 5:o CJ 4b2. 
I 

C3 AI"'\ 
I 

Tank 51 
Running Down 

.3102 2,7 A N 
v 0 - -

Tank 55 R~g Down A i2 4\ 5,b ,__) .,.... 
,. ~.-.. . 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MON!TG ... ;\IG LOG FOR DAILy ANu '4'-· .. , 

Condition 0.1.1 0 Carbon Adsorber!Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~-t 0'1'-'--«-

pate of lnjpecron: 

~ L5 1\ 
/ TimeG: 

fl/ \1-' co 

Shift: ~')or Second), ~ 
:::r~ . ' 

Monitor ID: 
rnvv\,\. \1.CLL ~YD 

AID 0 ~ '" e: c_,~_.; 

Instrument Calibrati~Y Ga
~e~- U J-L.t{b 

100"" o · ~- ~)t ~\.LJ ~J.J2 

Background Instrument Re:tr_y 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

--

YIN Date Time 

Vapor Recovery System: "Running'\ Down 
~ 

rJ 

CARBON OR~~ 
-· - A 

......-- - --

SDS Shredder 
Running !~ ·t (p '6 (2( R rJ 

! 

- ---- -

_.,.~ 

ATDU/ OWS ~ 
Down 

38L\ J[f R -
- -

~ 

-

Area 8 --Tanks 52,53,54 ~\ 
Down f2) {J 

: (Tanks 02 through 04) 
,Jl\ :f 

-

-"~ 

- -

Distillation Unit Yf<u~ 
Down 

30?3 y 0 A N 
,..____" 

1 ==! \ 

- - --
~ 

Tank 51 
~un~ 

Down 

1-<63 !6-:t Jtf f+ 
"-.....-

.--- -- .,-

~--

Tank 55 
ICE~unning ~, Down 

l-\Z.L eJ 0u.f 

,_..-- ---- . .,......---
,. 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITG. ~ .. ~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or Second) 1 
secano 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument ReadingO, 

Location of Carbon 

Control Device 

-·J --..~- .. -···· 

R FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status 

Down 

Running ~ 

jRu~ 
Down 

R~ 
Down 

Ru~ 
Down 

IRU~ 
I Down 

/R~ 
I Down 

Inlet Exhaust Visual 
Insp .. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Conaition o: 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector: -·-5-b----;=-----· -----------~~=~--~~~--] 

j Date of Jn~peqtion: ~ 
j Time: . / 

' ~to \ 
Q_ 1 - () I 

I··-·--.. . . 
-----·--·----·-----

-- .............. ! 

Shift: ~r Secon~
~~ 

--~~--·-·
·---··---

--~---·-<
---~~~-

Monitor 10: 
'J'l'VJ\rv fUv~---~u 

Instrument Cal}b[ation rPas~s: ~ r 

\OU I o ~~ 0\ ~\.d(c o rUL 

Background-Instrument Reading: · 

)ff,CY 

Location of Carbon · ·unit Status ·r 
Control Device 

i 

I 
Vapor Recovery System: 

- t· 

~~1}9-, I Down I 

CARBON OR FLARE* 

0· 

----lnl:l-~~::={~~~~f~~~!c~~i
;:~q 

SDS Shredder 
Running 

~-/ Down I 

ATDU/OWS 
Running :~!}.: 

~ 

Area 8 - -Tanks 52,53,54 Runnin__g' Down 

(Tanks 02 throug_h 04) AfutiO;~g'~ Down ~ 
Distillation Unit 

~:c-
-----------··-

Tank 51 Runnin9 iG1 
---

. I~~ 

Tank 55 
Running [~~pi 1 

l 
1.______1 

Revised 2/10/09 



• D. 1. CARBON ADSORPTION MONITG,, LOG FOR DAILY AND QUARTERLY 

Condition 0.1. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan~s are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

ooc 
I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Running Down - N - -

Running ·- -
ATDU/ OWS Ru~ ·- -
Area 8 --Tanks 52,53,54 Running 

l/ 
-

Tanks 02 throu h 04 
N -

Distillation Unit Running v N - - -
Tank 51 N - - -
Tank 55 N - -· -
Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITG. _.LOG FOR DAILY AND QUARTERLY 

II' Cqnc:Jition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks :;~re in operations. PCI shall replace the carbon cani!?ter when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

I 

Shift irst'~r SecondL 
,_,.,,,r·-/ 

'i~ 

Monitor 10: 
r 

Instrument Calibration Gases: 
r 

L!Lo 
Background Instrument Readin,g: 

C' )-

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder Running 

ATDU I OWS Running 

Area 8-- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 
Running 

Tank 55 
Running 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITG ..• -.IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the 808 shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shaiJ replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -r~ J c (J V"',<i -1- f) ~ 
pate of Inspection: 

~/leg/If 
11

1 Time: 
::; ou f/ r/f 

Shift: (First or Secondj 

S(..S ... u"' 

Monitor 10: 
M1"' {(r;t,c Joo0 

Instrument Calibration Gases: 

:Tsn~ :-fil k" t /{)() ffr'l 

Background Instrument Reading: 
~Q 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~· 

YIN Date Time 

Vapor Recovery System: ~g Down 

fi ,J ·- - -
CARBON OR FLARE* -
SDS Shredder Running ~ ! 2{ 1 0 A rJ - -

P,..........._ 

ATDU I OWS ~ 
Down 

' 

0 A rJ 
I 

)J I L, (),~ 
- - i 

~ 

Area 8-- Tanks 52,53,54 ~ 
Down 

19 t/ 7 A rJ 
(Tanks 02 through 04) 

;L' ~ () - - --

..=--

Distillation Unit ~ Down 14 -------
~-

J~(,(o '' ),_ 
rl ~ -

Tank 51 ~ 
Down 

~~ ,c[ (,~ D A rJ - -
~ 

Tank 55 ~ 
Down 

17 A rJ -
~, 0 

,.~>----· 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONIT0 ..• ~G LOG FOR DAILY AND QUARTERLY 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR fu~ 
SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet 

Down 

Exhaust 
Visual 

Insp .. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONIT0. _.,\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1 .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSP.ECTION 

Inspector: -~~ c/ L 0~ tJ -1-D "1 

pate of lnsr,ection: 
Time: 

s 1'1 /t ( 
lloo 

Shift: (First or Sec~nd)
 f 

I"' ,A f:, 

Monitor ID: 
fVlil\; f_e._e_.. ~()()() 

Instrument Calibration Gases: 

I<.r- h ~,._+ v I'(.. V\ f.--
ioofft'"l 

Background Instrument Reading: o.o 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

r--~-

YIN Date Time 

Vapor Recovery System: ~ 
Down 

CARBON OR ~ 

- - f1 tJ 
--

~-,
 

SDS Shredder ~ 
Down 0 

t(l 
A }\} - -

ATDU I OWS ~ 
Down 7 

fj _fJ_ 

0 () 

- -

Area 8 --Tanks 52,53,54 ~ 
Down -~-

rJ 
1 I,)~ D 

(-f 
- -

(Tanks 02 through 04) 

Distillation Unit 
~g 

Down 
,s~J't 

ft 

~ 

J 71 0 
rJ - -

Tank 51 
~ 

Down 
ft rJ 

47 ,g ;;V& 0 
- -

~
 

Tank 55 
~ 

Down 
u~s 

rJ 
-

---- t4 ________ 
- ~---

. 
" 

, ___ 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MON!T0. --~G LOG FUK I.Jr•.tl.... , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: M· 
~· c~

 

pate of ~~sp~ri01V. 
~ (;to 'l 

I Time: 
~ \ :=t ~ 00 

Shift: ~r S
econd) :=t~ 

Monitor 10: r-rvvru. Weuz_ ~ 

Instrument CalibrCition Gasest
~qj1 

!OO"'/J ~o . · · o~ 

Background Instrument Readin{) 
(J.' 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

Y/N Date Time 

Vapor Recovery System: ~unning' 
Down 

CARBON OR~ 
- - A N --

~ 

- -

SDS Shredder ~~ 
Down 

·~ (p _0' 

i 

Pt -~ 
- - ---

-
i ATDU I OWS 

Qtum1ing' Down 0 
It 

-
-- N -- - -

_,__ 

Area 8 ·-Tanks 52,53,54 ~ 
Down 

(o 2Ci 0 

(Tanks 02 through 04) 

A N - - -

~
 

Distillation Unit 
~unmng) 

Down , __ 3-_ rJ 

~ 
:33\ 

A - - -

Tank 51 
~nin:J 

Down 
(os. ·~ \~ 

A N --- - -

-~ 

Tank 55 ~ 
Down 

l -~ 
N 

I 

-- ~-··· ~
 

-~
 -
~-
--
·-
--
--
--

L-~-
-
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D. 1. CARBON ADSORPTION MONIT0 ...• ~G LOL:i rvr, -· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:tf(l cK fA L Of'-1 0 

pate of lns~i~tio':
 

3 2! ll 
j Time: 5 .. ;ooA 

Shift: (First or Second 

Sec..on 

Monitor ID: fV' ~ 
\I ()! Kctc: 2coo 

Instrument Calibration Gases: ~~ 'TYLFJN ,ffl 

. I&:J .u· E tm 

Background Instrument Reading:O, 0 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down A 
\../ 

-
N - ------

CARBON OR FLARE* 

SDS Shredder R/ 
Down 

J32 
A 0 

N - -

ATDU I OWS 
Ru/ 

Down 
21 7 0 2,3 A g0 - -

Area 8 --Tanks 52,53,54 R7 
Down 

)752 5,'7 0 A N 

(Tanks 02 through 04) 

- -

Distillation Unit RJ 
Down 

325J 0 A N 
3,7 

- -

Tank 51 
R7 

Down 

iLI/77 41 l A N 
0 

- - . 

Tank 55 
Ru~ 

Down 
.3::::1. 

:213 A 
) 

N - ~. 

I 
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D. 1. CARBON ADSORPTION MONITG ...• \IG LCJI.j ,-v,_-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

--
--
--
~ 

---

Inspector: 

Monitor ID: 

Instrument Calibr~ti
on ~s;

 

Background Instrument Readi~~~:tt?
f 

Location of Carbon Unit Status Inlet Exhaust Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D.ate Time 

Vapor Recovery System: 
Down 

CARBON OR (RCARE;·~) 

SDS Shredder (15_U~~ 

ATDU I OWS 
""~;:~=

~"'-

Area 8 --Tanks 52,53,54 ~unninl} 

Tanks 02 throu h 04 
! "~~"""' 

Distillation Unit 

Tank 51 

Tank 55 

·-·> 
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D. 1. CARBON ADSORPTION MONITG ... llu a...~_ 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

pate of lr)spec\ion: 

3!22-/ t! 

Shift: (First or Secon~)1 
Seccrl'\cf 

Monitor ID: 

Instrument Calibration Gases: 
. I 

Background Instrument Reading· 

Location of Carbon 

Control Device 

Unit Status Inlet Exhaust Visual 

Insp .. 

Carbon 

Replacement 

YIN D.ate Time 

-
3Jq;;i7+~ 

Spent Carbon Pla_ced in 

Roll Off Box No. for 

Offsite Combustion 

/" I ICJ I I 0 I u I I t v I / \ I l- I ~7j, I ftl '" I 1 b 

~ • ,..., __ .. _ 

1 
A 

.• ,. ~7 s~oo 
, 

bZ 

b 
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- D. 1. CARBON ADSORPTION MONITv •• LOG FOR DAILY 
UARTERLY 

'"., Cond~tion 0.1.1 0 Carbon Adso:ber/Canister Moni\oring . . . . 
Cond1tlon 0.1.17 Record Keep1ng Requirements (c) h'ft when the 808 shredder the ATDU, the Distillation Unit, 
PCI shall document compliance by monitoring for VOC breakthrough at least once per s ~ · detected as stated belo~ under Note. 
and the tanks are in operations. PCI shall replace the carbon r:::lni!:;ter when breakthroug IS 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

~a~ 
pate of hsp;ctiol[./ \Time: 

'3_ 2- 1\ ~~~'co 
Shift: ~or Second) =+c;~" 
Monitor ID: , Q 

. ·-)-'('\..JN..J. ~ ~ 

Instrument Calibration Gases:l~ ~ 
lCO 0L o 0~-/):) '-' I 1\fG 

Background Instrument Readin~ ( :._cy 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp.· Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ~ 
Down 

~ - - A N 
CARBON OR \lLARi' .-=---. 

- - ~ 

SDS Shredder ~ Down 

3'68 ./?" J ....,_ 
A- - - -

ATDU I OWS ~unniog/ Down 
·fi~ A N - - - -

.---, 

Area 8-- Tanks 52,53,54 ~ Down 
58~ ,@ 

_{Tanks 02 through 04) 
I \ A - - -

~ 

Distillation Unit ~ Down 

353~ 0 lo·:tOl:) A ;J - - -
~ 

Tank 51 ~ 
Down Rf tJ 

L\lflCll \33 A - - -

Tank 55 ~ 
Down 

<1 ti I J2! N 
to\ A - -· -... 
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D. 1. CARBON ADSORPTION MONIT0 ...• -.JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·f)t JQ'-'"" 

pate of l~Jspefttiop: 
-~ L) II 

jrrmG 11. tO 

Shift:~Firs~ or Seco~ . _f.-

. .-/ . kl1~ 

Monitor 10: 
-yl"\..1,)•\_;( O.Dt. ;Le:z-:0 

Instrument Calibraticr ~ks~s:.P. I .t{qf~t~ve( 

l D ·v " .. ~)e ,~t. 

Background Instrument Reading: 
' 

lf!i:v/ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

~" 

Y/N Op,te Time 

Vapor Recovery System: ~~-~~ 
Down 

CARBON OR~;~~ 
.- . ._.---- A .N ._ -

~-. 

~- -

SDS Shredder- ...__~ 
Down qz f?r A 1\l --- -

~-

-
. 

ATDU/OWS 
v~ 

Down 
=~-g~ 

e\ 
I'--·· 

- A N - -

~ 

-

Area 8 --Tanks 52,53,54 Runni!J.9' Down 
G'63 

j2f 

I 

(Tanks 02 through 04) 

'\-:f. 
A 

- -- -

~ 

Distillation Unit 
(frunning Down 0 N 

\.._ -~" 
6-::t-q<(( 2GP1 A 

- - -

Tank 51 
( ;RUnning Down J3 

pJ 

'~~ 
Ll0S'- '2--'2 3 

)C) - --- -

Tank 55 
( F\Unning; Down l s \LIY fj 1>'1 rJ .. ~· 

,,_.... 

1'--~",
 

- ,. 
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D. 1. CARBON ADSORPTION MONlT0 ...• '4G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:, lck 
pate of lnspectifn: 

'3 2Lf I 

Shift: (First or Second) 

secc,rCJ 

Monitor ID: f\'1. , 
1n, Loco 

Instrument Calibration Gases: 
t 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recovery System: Running Down 
- -

CARBON OR FLARE* 

SDS Shredder 
Running Down 

~ 

--- - --
ATDU I OWS 

Running Down 

·..__7' 

- -

Area 8 --Tanks 52,53,54 R~ 
Down 

---

Tanks 02 throu h 04 

.-

Distillation Unit Ru~ 
Down 

·- -

Tank 51 
Ru~ 

Down 
- - --

Tank 55 
Ru~ 

Down 

- ~ 
-
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D. 1. CARBON ADSORPTION MONIT0 ...• ..JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCI shafl document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: t~l 
7J}f.y( 

pate of IJlJl.e/rtion: 

~ y {( 
j Time: 

@ ;::r 00 

Shift:~r Second):j L~ 1 

Monitor ID: ""('(\;~"1~ f.lrtL r;;zet'D 

Instrument Calib~Et~i~n G~
ses: -~ 

~uc o ~\L~1c C'\.tJ J2tdL 

Background Instrument Reading: ~t 

. A~f 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Pla.ced in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

-~..:-=
~ 

Y/N D.ate Time 

Vapor Recovery System: l~l1JV 
Down 

/(/'~. 

- ~~ rJ 

CARBON OR (FLAREj 

- - -

-~~ 

, SDS Shredde,_-- ~/ 
Down Rf 

I 

&::r 
A - - - I 

?,~ 

ATOUI OWS ( Run~ 
Down 

.l{ rE) rJ 
f..---·~ 

-- A - --- -

Area 8 --Tanks 52,53,54 ~ 
Down 

-G7c (25 

(Tanks 02 through 04) 

{q~) 
A N 

~
 - -

~ 

Distillation Unit 
'Run~ 

Down 
iq([ ~· 10 

f~) 

:2tc-=t 

~ -- -
__........,._ 

Tank 51 
( Runnin§ Down 

5Z)~ 
e ?\ 

;)C,C) 

-
_.// 

---- -

---------

Tank 55 ~ 
Down 

! 
Pr rJ 

i t 

- ~· ·-.. .-. 

---
--~

-
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D. 1. CARBON ADSORPTION MONITG. ::~~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. '1 .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor ID: 

Instrument Calibration Gases: 
13::] 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D.ate Time 

Vapor Recovery System: Running Down 
~ 

N - -

CARBON OR FLARE* 

SDS Shredder 
Runnin!iJ 0 N 
·~ 

- -

ATDU I OWS 
Running 
~" 

- -
Area 8 --Tanks 52,53,54 

' 

.,_. -
I 

Tanks 02 throu h 04 

Distillation Unit 

- -

Tank 51 
Running 

··- -

Tank 55 
Running 

- -· ,.-> . 
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D. 1. CARBON ADSORPTION MONITC. __ ,\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

1 
Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gase~ 

Background Instrument ReadiW: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Rolf Off Box No. for 

Offsite Combustion 

Y/N Date Time 

--
- -
- --

: ATDU J OWS 

I 
. i 

- ~
 

I 

Distillation Unit 

-

Tank 51 

~ 
~- -

Tank 55 

- -·" 
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D. 1. CARBON ADSORPTION MONITG. __ ,'JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -~ (\ .J 
.':1 ,·l cnJ 0'\b 

pate.% l~ipection: 
~ I 

JT i me: S:'{f}JI 0 ft J!l/l 

~ d-- Ce 1/ =------
Shift: (First or~) 

J 
St>-r aV\..-

Monitor ID: 

~: 
-

M;"" I K~e- :looo 

Instrument Calibration Gases: 

:::Z:: s () J., r..v -f-- <I l ... ,. e - !ooff' i!VJ 

Background Instrument R.eading: o.o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

vapor Recovzstem: Running Down 

- - ff rJ - -

CARSON OR FL RE 

SDS Shredde~ 
Running Down 

~0,~ 0 fJ rJ - -

ATDU 1 OWS 
Running Down 

I l i~ 
ff 0 

- )J - -

. Area 8-- Tanks 52,53,54 Running Down 
f} rJ 

(Tanks 02 through 04) 
i~l 11 G, 6 

,......- - I 

Distillation Unit 
Running Down 

! 

~).l~ ~ ~~ 0 fJ rJ 
,......._ -

I 
I 

Tank 51 
Running Down 0 

") '((j q 
A rJ - --

I '"l, l 

Tank 55 
Running Down 

IS fL{ 
n 

- I 

I :l '-{ 0 
rJ - -__ ...... 

------

- -----·----- ----- -----I..-

--
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D. 1. CARBON ADSORPTION MONITG. d,\IG LOG FOR DAfL Y AND QUARTERLY 

Condition 8.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. I .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below urider Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

~ - - -- --- - -- - - - - -- -

Inspector: 

pate of I spe_diobl: 

· z.Ctt IH 
·CO 

Shift: its or Second) 

'· q~ 

Monitor ID: 
r-."\ .. v~--~ Vl ~ 

Instrument Calibration Gases: 

lOb "tc \.J,..)o 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

- -
-

CARBON OR 

- -

SDS Shredd 

- - -

ATDU I OWS 

~ 

' - -
·- - -

Distillation Unit 

- - -

Tank 51 

- - -

Tank 55 
I t 

- , .. '",~ -
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D. 1. CARBON ADSORPTION MON!TG.: .• -JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the 808 shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

,·ou 

Instrument Calibration Gase 

100';)/o We 
Background Instrument Reading: 

Location of Carbon 
Inlet Exhaust Visual Carbon Spent Carbon Placed In 

Control Device 
Insp. Replacement Roll Off Sox No. for 

Offsite Combustion 

YIN Date Time 

- - A - - -

ft ,..,...- -- -

1 ATDU/ OWS A ,.-- - -

f':\ ,--- - -

Distillation Unit 
~ - -

Tank 51 
- - -

Tank 55 
-- - ;,;;_. 
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D. 1. CARBON ADSORPTION MONlTC.. __ ,<;jG LOG FOR DA!L Y AND QUARTERLY- -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: I ~J LcJ vv--fl o~ 

pate oflf:i~~crrr: 
V Time: ~ tr/111\ 

:oo 

Shift: (First or S~d) S ·t- t-o VI. ) 

Monitor 10: R~e_-- }6DD 
(V{ 'vi\ 

Instrument Calibration Gases: j / . 

":1 S6 bffv i.) <e-V\ ~ l Do fPr) 

Background Instrument Reading! 
< 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: e:Yg Down 

CARBON OR~* 

4 11/ 
--

~ 
-- -

- -

SDS Shredder- l~g 
Down 

/6 IS 
(b II nl - -

~ 

ATDU I OWS ~~g 
Down 

tT rJ 
s:s Co 0 - -· - ----

Area 8 --Tanks 52,53,54 ~ 
Down 

;J 

(Tanks 02 through 04) 
4Co 71 otG- 0 fr 

- -

-=-

Distillation Unit 
~g 

Down s-Leo 7 IC~ u w A-
,_...--- -

,r,. 

Tank 51 ~ 
Down 

(.,)~l 

w 
l73 0 A-

- -

,....,., 

. 

Tank 55 
~ 

Down ti) ~1 0 4 rJ - --· 
,,., 

.... 

Revised 2/lD/09 
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D. 1. CARBON ADSORPTION MONITG. __ ,<JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compfiance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: tg-tJcy;) 
pate of Inspection: 1../ 

z3JJ- '8\ I l 
I TimeQ, 1--::1 De 

Shift: e'fl or Secon~ v~
 

Monitor ID: ' \k~ -;;ucrv· 

Instrument Calibratio~ q1~ses:~)r
;; c'-~,cfv[£et 

\GO ,u \( 

Background Instrument Reading: oo 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

Y/N D.ate Time 

Vapor Recovery System: Runninft Down 

CARBON OR~* 
- --

A - N -- - -
i 

-~ 

SDS Shredder 
Runni~ 

Down er 
L{L2-

A -- - --

~
 

ATDU I OWS ~ 
Down <t ~ (c @ 

rJ - A 
- -- ·-

~
 

Area 8 --Tanks 52 153 154 ~~r;g) 
Down 

~~ ·ol ~"' 1 g- A N 
--

(Tanks 02 through 04} 

~ -

~ 

1 

! Distillation Unit 
~!::ll}~Y 

Down 
~-

0 
rJ 

[v'i{ 
A 

~-
-

__.---;---.,., 

-

Tank 51 
~i 

Down L\ ~ 
0' A N 

{ q(o 
- ~ 

--

Tank 55 e~ 
Down :t fJ A qg 

- - .,,_. 

-. 
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D. 1. CARBON ADSORPTION MONIT0 .. :~\IG LOG FOR DA!L Y AND QUARTERLy- -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: rp c)\ 
I \. fAcOMO 

pate of lnspectioT j 
'3 2q 11 l Time: 5~00 AM 

Shift: (First or Second1 d 
Sec on 

Monitor 10: M , 
t('q f<qe Zoo C) 

Instrument Calibration Gases: 
ISO~OT)I(

.ENE fo:Ji'PM 

Background Instrument Reading: Q. O 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D.ate Time 

Vapor Recovery System: Running Down 

v 
- A N 

-
- -

CARBON OR FLARE* 

SDS Shredder 
Ru~g 

Down 

174 
A 

0 
N - -

ATDU I OWS 
Running Down 

2~53 
A N 

._/ 
0 5 .. 7 

- -

Area 8 --Tanks 52,53,54 Running Down 
tct5t.t '4 .2 A N 

(Tanks 02 through 04) 
../ 

0 
- -

Distillation Unit 
Ru~ 

Down 
37'\5 

A 
0 2.3 

N - -

Tank 51 
Ru~g 

Down t.'1 
A 

1.2332.. 
0 f'J - -

Tank 55 
R~g 

Down 
3~q'l 

b3 A ,-.J 
0 

- , .. ~.~ 

- ---------- --------

_ _l 
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D. 1. CARBON ADSORPTION MON!TG .. >JG LOG FOR DA!L Y AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shifb1Firsl or Second) 
4-' 

Monitor !D: 

Instrument Calibration Gas~ ,..._,,"""'All" 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

~':,../"
) 

CARBON OR \Pt::ARJ;f 

SDS Shredder 

ATOUI OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp .. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Pla.ced in 

Rolf Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MON!TG:::c~'J
G LOG FOR DA!L Y AND QUARTERLY -

Condition 0.1. 10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 10: , 

I 

Instrument Calibration Gases: 

I' <:.r:"'\, l'J ' ' 
~Y5V 

Background Instrument Reading 

Location of Carbon 

Control Device 

ATDUJ OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running I Down 

Runn;+;own 

I Running Down 

Running I Down 

Running Down 

Running I Down 

Running I Down 

Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITG. _:-.~G LOG FOR DAILY AND QUAR lt::r~.t--, -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

instrument Calibration Gases: 

Location of Carbon 

Control Device 

I' . 
~-

Unit Status 

Vapor Recovery System: I~~;
 I Down 

CARBON OR FLARE* 

SDS Shredder 
I Running I (l)owiJ 

ATOUI OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 
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Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN D_ate Time 

Spent Carbon Pla_ced in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG.--::;'JG LOG FOR DAILY AND QUARTERLY-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

pate of Ins 
/31/11 

Shift: (First or Secopd) 

Second 

Monitor ID: • 
u11 tq 

Instrument Calibration Gases: 

6~ 

oo 

·ISOBU 
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D. 1. CARBON ADSORPTION MONITG. ::~i;j'G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
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